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HARDWARE REQUIREMENTS

This chapter defines the system requirements for EA-VID. Given values (e.g. for CPU performance or memory size) are minimum requirements; those marked in bold italic are recommended values.
Client

	Hardware

	Processor
	Intel Pentium 4, 1.7 GHz or higher

	Memory
	Minimum 256 MB RAM (1024 MB)

	Graphics card
	AGP/PCIe, min. 32 MB RAM (e.g. NVidia / ATI Radeon)

YUV-overlay is recommended for 32-bit color and full screen display 

	Network  
	100 Mbit/s Ethernet (1 Gbit/s)

	Sound card
	Standard sound card

	Hard drive
	HDD UDMA or SCSI (not blocking)


	Operating System / Software

	Operating system
	Microsoft Windows 2000 Prof. SP4  or Microsoft XP Professional SP2

	Other software req.
	Microsoft DirectX 8.1 or Microsoft Direct X 9.0

OCX for MPEG-Display (Version 2.77 or 2.85)

MPEG2 software decoder compatible to DirectShow


	Installation

	Client software
	The client software can be directly started from a network share. A local installation of the client software is not required. Only the MPEG OCX and the MPEG software decoder have to be installed on the client

	Installation requirements
	For the installation and maintenance of the MPEG OCX and the MPEG software decoder are local administrator rights required.


Server
The system requirements vary with the number of video sources and EA-VID clients to be supported.

	Hardware (e.g. 2 sources, 5 clients)

	Processor
	3.0 GHz Xeon CPU or higher

	Memory
	Minimum 1 GB RAM 

	Network  
	1 Gbit/s Ethernet 

	Hard drive
	SCSI II or higher storage subsystem with 400 GByte capacity to cover approx. 100 hours of content


	Hardware (e.g. 16 sources, 32 clients)

	Processor
	2 x 3.0 GHz Xeon CPU or higher (2x 3.4 GHz Intel Xeon CPU)

	Memory
	Minimum 1 GB RAM (2 GB)

	Network  
	2 x 1 Gbit/s Ethernet

	Hard drive
	SCSI II or higher, storage subsystem with 400 GByte capacity to cover approx. 100 hours of content
(SCSI II or higher, storage subsystem with 2 TByte capacity to cover approx. 500 hours of content)


	Operating System / Software

	Operating System
	MS Windows 2000 Prof. Server, SP4  or

MS Windows Server 2003 Standard, SP2
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